























LEGENDE

LEGEND

NO. Artikelnummer / article number

Gewicht / weight

maximales Nutzergewicht / maximum loading rate

o
5

Abmessungen / dimensions

Maximale Brucklast / maximum breaking strengths

maximale Personenzahl / maximum number of persons

Mantel / sheath

Abseilhohe / descent height

Kern / core

Durchmesser / diameter

maximale Offnung in mm / maximum opening in mm

Normen / standards
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(@) A
REEESER

Bruchlast vertikal / breaking load vertical

IMPRESSUM
IMPRINT

Angaben zu Normen, Zulassungen und Zertifizierungen entsprechen den zum Zeitpunkt der Drucklegung vorhandenen Informationen. Spétere Anderungen,
einschlieBlich des Auslaufens von Zertifizierungen, vorbehalten. Konsultieren Sie unsere Internetseite fiir aktuelle Informationen zu den jeweiligen Produkten.
Bilder und technische Daten kdnnen von den aktuellen Produkten abweichen.

The information on standards, approvals and certifications is valid at the time of the available information going to press. Subject to subsequent changes,
including the expiry of certifications. Consult our website for up-to-date information on our products. Images and technical data may differ from the current
products.

NIEDERLASSUNGEN

SUBSIDIARIES
GERMANY (Headquarter): UK & SCANDINAVIA USA
SKYLOTEC GmbH SKYLOTEC Nordic AB SKYLOTEC North America LP
Im Miihlengrund 6-8 Produktvdgen 8A 2300 E. 77th Ave., Suite 100

56566 Neuwied — Germany
Tel +49 (0) 2631 - 9680-0
Fax +49 (0) 2631 - 9680-80

S-246 43 Loddekdpinge — Sweden
Tel +46 (0) 46 - 460 67 30

Denver, CO 80229 — USA
Tel +1 (0) 303 - 544 2120
Fax +1 (0) 303 - 544 2122

AUSTRALIA CHINA

SKYLOTEC Australia Pty Ltd SKYLOTEC Trading (Beijing) Co., LTD.
PO Box 53 30F International Metro Center

St. Clair 3A Shilipu, Chaoyang District

NSW 2759 — Australia
Tel +61 (0) 24721 - 3337
Fax +61 (0) 24721 - 0599

Beijing 100025 - PRC
Tel +86 (0) 10 - 6557 6559
Fax +86 (0) 10 - 6557 7369
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